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Presenter
Presentation Notes
I’m from the APS at Argonne National lab and I’m give you APS’s experiences with the 480 x 480 Fast CCD Detector


Outline
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(Slides from P. Fernandez)

= APS 480 x 480 Fast CCD Story

Milestones

Scientific Data (Slides from Dr. Larry Lurio from NIU)
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Presentation Notes
At the APS there are three divisions.  An Accelerator Division, an Engineering Division and an x-ray science division.
Although we work closely with the engineering division, The Beamline Technical Support group is under the X-ray science division.  This is to put us in closer contact with the scientist, which drive the detector requirements.


The XSD Beamline Technical Support Group

= Two main responsibilities
— The APS Detector Pool
— X-ray detector development

B p—
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The APS Detector Pool

The goals of the Detector Pool are:

= To provide a range of detectors suitable for the research
interests of the APS community.

= To provide expertise and guidance on x-ray detector
capabilities and use.
= To identify and assess upcoming commercial technologies. |

= Operate visible light and x-ray detector test stands,
available to APS scientists.

APS Detector Pool — Contact: A. Miceli

J. Weizeorick - XSD-BTS Group - 2009 Advanced Light Source Users' Meeting - October 15-17, 2009


Presenter
Presentation Notes
The Detector Pool is a library of detectors that the scientist can check out for their experiments. We can provide help in setting up the detectors and show them how they operate.  
To support testing out and characterizing detectors we have a visible light and an x-ray lab.


XSD-BTS X-ray Detector R&D Activities

ALS/APS Collaboration on 480 x 480 fast CCD detectors

P Denes, H. Padmore, ALS; J. Weizeorick, APS/XSD-BTS
Produce two Fast CCD x-ray detectors using 480x480 pixels CCD chip, and six fCRIC

readout chips

At the APS, strong interest from the X-ray Photon Correlation Spectroscopy (XPCS)
community

BTS Personnel that worked on project
- Jonathan Baldwin - Kevin Beyer - Lisa Gades - John Lee
- Troy Lutes - Tim Madden - Antonino Miceli - Steve Ross
- Chris Piatek
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Presentation Notes
We have a number of detector development activities, but I am going to focus on the Fast CCD Detector.
The project was started by P. Denes and H. Padmore who wanted to use LBNL’s CCD expertise to make x-ray detectors.�Steve Ross from APS asked if they wanted to collaborate and that started the ball rolling.
At Argonne the XPCS community at beam line 8id was the strongest support of the project and they continue to be the primary drivers.
During the project everyone in my group contributed in one way or another. Ordering parts, assembling boards, helping out in the design, taking data, and analyzing data.


B

APS 480 x 480 Fast CCD Story - 2009 Milestones
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Presentation Notes
Peter decided that the best time to install the CCD Assembly at Argonne was in January.
With temperatures around 0 F and snow coming down it was a good time to be trapped the lab.
This is a picture Dionisio took during the trip.


APS 480 x 480 Fast CCD Story - 2009 Milestones

January 11 — Peter and Dionisio arrived to install subassembly
January 12 - First light with old substrate

January 13 - First light with new substrate
January 14 - First x-ray with x-ray tube

January to July
— Make Improvements
— Characterize detector

July 15, 2009 1st beam at 8id
Nov 11, 2009 2"d beam at 8id
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Presentation Notes
Old substrate was used to verify that my electronics would not burn up the new substrate.
Eventually the detector will spend most of it’s time at 8id
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APS 480 x 480 Fast CCD Story - Improvements

= January to July 2009 - Improvements and characterizing the detector

— Improvements
* Improved offset oscillation seen in a series of images
* Fixed left to right intensity variation in 2x mode

— Characterize Detector
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Presenter
Presentation Notes
I wanted to expand a little on the activities during the January to July time period.
I picked two improvements to elaborate on and will list some of the detector characteristics




APS 480 x 480 Fast CCD Story - Science Data

ALS Fe fluorescence with 30 V Bias APS Fe fluorescence with 30 V Bias
In 8X mode In 8Xx mode
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Presentation Notes
After fixing a number of problems I decided to do a sanity check to verify that APS’s detector was working the same as the ALS’s Detector.
…
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APS 480 x 480 Fast CCD Story - Science Data

B ADC vs Occurrences | B ADC vs Occurrences
EECBRE BEDEEE
Occurrences Occurrences
ADU ADU
Is4, seed >50.0, s4/525 > 0.7 Is4, seed >50.0, s4/525 > 0.7
Histogram of ALS fluorescence data Histogram of APS fluorescence data
looking at bottom % of CCD looking at bottom %2 of CCD

S4 histogram algorithm - Sums the 4 most energetic pixels in a 5x5 box
around a seed pixel. Requires that 70% of the energy in the box be in the 4
most energetic pixels.
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Presenter
Presentation Notes
From the data sets I generated Histograms with both the ALS data and the APS data using the same algorithm.
The algorithm looks for a seed pixel where the energy goes above a defined threshold.  It then sums the 4 most energetic pixels in a 5x5 box around the seed pixel.  It only puts the data into the histogram when 70% of the energy in the 5x5 box is in the 4 most energetic pixels.


APS 480 x 480 Fast CCD Story - Science Data

The lens contains protein mixtures, that vary in concentration and
composition with position.

ELASTIC
MEMBRANE _
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Presentation Notes
The next few slides are from Larry Lurio from Northern Illinois University.
His experiments look at the protein mixtures in the eye lens.
In a health lens the center of the lens contains nuclear fibers cells, which are older and contain more gamma crystallin.
The outer part of a health lens there are Cortical fiber cells, which are younger and contain a higher concentration of alpha crystallin.
This is a multi dimensional phase diagram that shows you the change from alpha crystalline to gamma crystalline as you move from the cortical fibers to the nuclear fibers.
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APS 480 x 480 Fast CCD Story - Science Data

Scientific Motivation for Eye-Lens Protein Studies

In a healthy eye-lens the proteins are in a mixed state which yields
the optimized index of refraction profile. Changes in the phase of the
eye-lens proteins can lead to various forms of eye disease.

Cold cataract is due to
reversible_liquid-liquid phase
separation in young,
mammalian eye lenses.

PHASE-SEPARATION
"(OPACITY)

A liquid-glass transition in eye-lens protein mixtures may be
related to the stiffening of the eye lens seen in presbyopia, a
loss of ability to focus the eye on nearby objects
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Presentation Notes
The temperature that Cold cataract happens dpeneds on the age of the cow that the lens was taken from.
I believe that it is around 10C for young lenses and colder for older lenses.  This seems to indicate a change in the protein mixture as a lens ages. The scientist are also guessing that this change in protein mixtures may be related to the stiffening of the eye lens which is preventing me from seeing nearby objects.
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APS 480 x 480 Fast CCD Story - Suence Data

X-ray Photon Correlation Spectroscopy
(XPCS) can be used to measure both the
structure and dynamics in mixtures of eye-
lens proteins.

In the XPCS technique the sample is (A
illuminated with a coherent x-ray beam Example of a speckle pattern produced using a
which leads to the creation of a speckle coherent x-ray beam. (In this case a static

pattern superimposed on the regular x-ray 2erogel sample)

Concentrated alpﬁa protein suspensmn
1.015 T

scattering pattern. ol
1,008 Fo o .
1 0 =
) o 0995 O o Mo o 7
Dynamics within the sample cause the ST L :
. . . O
speckle pattern to fluctuate in time. Time L= T o°
autocorrelation of this fluctuating speckle o _
pattern can be analyzed to yield 0T e,
. . - : H delay time (s)
Information about the _dynarr_ncs _Wlthm the Time correlation function from a concentrated
sample_, such as localized diffusion alpha crystallin suspension. For this sample the
coefficients. correlation function remained at 1, which

means that the dynamics were too fast to be
J. Weizeorick - XSD-BTS Group - 2009 Advanced Light Source Users' Meeting - October 15—18Qm€eSSfU | |y resolved with the available camera.
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Presentation Notes
Read Dynamics with the sample …
This is what the scientist says.  To us, the detector developers, it means that we cannot drop any frames.  The timing needs to be precise and if the system loses a frame the scientist will not be able to do their time autocorrelation.


APS 480 x 480 Fast CCD Story - Science Data
Small-Angle X-ray Scattering Results

Nuclear Homogenate

10' | e

S(q) (arb. units)

10 F

0.02 0.04 0.06 0.08 0.1
Q/A™
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Presentation Notes
Small angle x-ray scattering from the nuclear portion of the eye-lens after homogenation. Intensity represents the scattering primarily from a mixture of alpha and gamma crystallin.  The scattering is patched together from 10 separate camera positions with 1000 frames per position. At the lowest intensity each frame had approximately 40 photons.  Data were droplet binned and then discriminated to remove background noise.


>
Detector Improvements - Intensity oscillation

Images taken at APS X-ray tube in building 401 — 20090115\TifABeamFrof 400ms*.tif

-Intensity Oscillation over
whole image

-Bright rectangle is beam
framed by slits

-Darker middle caused by two
layers of electrical tape used to
block out light

-Glow areas caused by hot
spots on CCD
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Presentation Notes
We couldn’t figure out the dark middle at first, but it ended up being caused by how we made the detector light tight.
We used Kapton for the vacuum seal, and the best thing we could find to block out the light was 1 inch wide electrical tape.
Well 1 inch wasn’t wide enough so we used two strips of tape and over lapped them a little in the middle.


Detector Improvements - Intensity oscillation
Z Projection through a single pixel over image set - 20090219-FCCD\Dark_Osc_5msec_exp-30deg* tif files
=  Pattern repeating every 8 images
=  Pixels 48,255 or pixels in column 1 have the biggest oscillation around 50 ADU
=  Clock Phase problem between 125MHz(8nsec) and 40MHz(25nsec)

For Pixel (45,255 For Pixel (46,255
& Dark_Osc_5Smsec-45-255 E|@|E| & Dark_Osc_5Smsec-46-255
H28x2548 pixels; 8-hit; 131K H28x2548 pixels; 8-hit; 131K
33450 33380
33330
33440 c
m m
= 2 33370
33430 33360
5 10 15 20 25 a0 5 10 15 20 25 a0
Slice Slice
(Eigt]] save.. | copy. | [List]| save..| copy. |
For Pixel (47,255) For Pixel (48,255
& Dark_Osc_5Smsec-47-255 | | & Dark_Osc_5Smsec-48-255
828x255 pixels; B-hit; 131K - 528255 pixels; 8-hit; 131K
33320
33330
< 33310 =
z = 33360
33300
33340
5 10 15 20 25 a0 5 10 15 20 25 a0
Slice Slice
(L] save. | copy. | [ist]| save.. | copy. | x-34, v=33340
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Presenter
Presentation Notes
To make things simpler I decided to Looked at the oscillations with dark images.  Here I’ve stacked up a number of images picked a pixel and then plotted their ADC value.  Let’s focus on the plot for the pixel in position 48,255.  Along the bottom axis is the image number and the Y axis is the ADU value.  You can see that there is a pattern that repeats every 8 frames.  This pattern repeated no matter what the exposure time and it didn’t change even when I varied the time between frames.  I eventually guessed that this pointed to some kind of noise that was related to a phase shift between two clocks.  Our main clock is 125MHz which goes everywhere.  To the fcrics and every FPGA.  The other main clock is an internal generated 40MHz clock which is used to make all of the CCD Clock signals.  The 40MHz is generated from the 125MHz inside the Interface Modules FPGA.
Interestingly if you have the rising edge of the 125MHz line up with the 40MHz, they will line up again after 8 cycles of the 40MHz clock.


Detector Improvements - Intensity oscillation

- Original Configuration
FCCD. Interface Module E@E

B ) Serial Port Status State Parameterz 50 51 52 53 5S4 55 S6 57
Detector ON-Line Trigger Exposure(s) | Fot [COMZ =] GQpen | e RTTERE T
eeDi 0] ExposureMode  [rons ||| B [fi60 -] ome | || 2Ssecpeik [0 [06 [0 [03 o5 [03 [o3 [o3
CCD OFF Exposure Time 10 e ticks_per_state ’ﬁ ’ﬁ ’H lﬁ ’ﬁ ’ﬁ ’ﬁ lﬁ
(eee el Clack Wavefoms passes_per_stte |01 |0c |01 [oc |m |07 05 [07
Clock Status Num of Exps [ Helklide  [1111111000111111
ON ExposureCycleTime [500  msec | |Hclk2-de  |0000001110000000 next_state o1 oo o5 Jo4 fo7 [06 o4 [oo
R Helk3ide [1111700011111111 loops_per_state (00 |00 [oo0 (00 [r9 [o0 [oo [oo
EEEEEEN = YSEE | Guridle 00000000000001 00 loop._state 02 [0z [oo [oo [03 [oo [o0 oo
Shutter Time 1 msec | | Rg-idle 1111100000111111
Velkl-ideRd [1111000111111111
DelaybetweenE->5 |0 Usec

VYelk2-ideRd |0001110000000000

Velk3-ideRd 1100011111111111 S0 -Yertical Shift during ide

Yoltages To-idleRd  [1000001111111111 51 - Horizontal Shift during idle
+Clk Voltage -Clk Voltage HY [0 ->393V) &0.00 HelklRd  [1111111000111771 || S2-Exposure-after S0orS1 finishes
0V->+10Y  -10v->0V 0TE [0->5¥) W Helk2Rd 0000001 110000000 53 -Horizontal Read. convert and data saved
Wi[1-»3) 600 -2.00 VDDRST (0> -15¥) [5.000 Helk3Rd 1111100011111111 54 -Yertical Shift during read
TgClk |G.00 -2.00 VDDOUT (0-> -25¥) |25 Sw-Rd 0000000000000001 55 - Horizontal R ead Clocks with convert, data not saved

Rg-Rd 1111100000111111 56 - Horizontal R ead Clock s with convert, and data saved

g -3.00
H[1->3) |30 NGD [(-10¥-> +10¥] |0 Convt-Rd 00000000001 00000 57 - Horizontal Read Clocks with convert and data saved
SwiClk |5.00 -5.00 NCON [-10¥-> +10V] ’07
RgClk |0.00 -B.00 GAURD [-10v->+10v) [0

Command Hex Caommand

ut 11 Reset fCRICs | Reset Data Modules Clock Sync
WWrote Exposure Time to register Data = OxB4 z s DataModulel  DataModule2
I'vrote Exposure Time ta register Data = Oxch 2 Update Masks | [fo [o0 [0 [10°
IFor DM -WWrote SEL_CL Data = 0x7 and sel_lvds_testpins = 0x0 Powerup Mask =0000 0000
zZIFor DM -Wrote SEL_CL Data = 0x6 and sel_kds_testping = 0x0
zlFar DM - Wrote SEL_CL Data = 0x7 and sel_kds_testpins = 0x0 DM1 Readout Mode |Descramble Right to Left ~ |
ZIFor DM -%Wrote SEL_CL Data = 0x6 and sel_lkds_testpins = 0x0 -
AWrote Exposure Time to register Data = 0x64 2 D PRem s |Descramble Right to Left ﬂ
IWv'rote Exposure Time to register Data = Oxcl z
l\vrote Exposure Time to register Data = 0xB4 z Select Command File | Send Commads from File
IWrote Exposure Time to register Data = Oxa z
IW'rote Exposure Time to register Data = 0x32 z |C:\Documents and Settingsbweizeorsty DocumentstWisual Studio 2008

IWrote Fepeat Exposure Time to register Data = 0x1f4 z
IFor Dk -WWrote SEL_CL Data = 0x7 and sel_lvds_testpins = 0x0
Zrote Repeat Exposure Time to reqister Data = 0xG4 z b

MESSAGE BOX |EH|:|osure tirme sent aut 100

ReadClkPtns ‘ HELF | PURGE TEXT
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Presentation Notes
The timing of the CCDs is controlled by a state machine.  The time that is spent in each state is controlled by two parameters associated with each state.  The first parameter is 25nsec_per_tick, and the second is ticks_per_state.  Note 25 nsec is the period of the 40MHz clock.  If I look at all of the ticks_per_state parameters they are all multiples of 8 except for State 2 the exposure state.  This ment that every time I took an exposure I would start the next exposure with a different phase relationship between the 125MHz and the 40MHz.  After 8 frames I would be back to the beginning.  So to keep the phase the same I only needed to make the exposure state 25nsec * some multiple of 8.


Detector Improvements - Intensity oscillation
- Fixed on 3-02-2009 changes S2-25nsec_per_tick from 6 to 7

il FCCD Interface Module

B=ES

Detector ON-Line

Trigger Exposure(s) |
CCD ON Exp e Mode Single -
CCD OFF Exposure Time

- p— 900 msec

Clock Status Num of Exps [
O N Exposure Cycle Time 1000 mgec
DelaybetweenT->E |0 ugec
Shutter Time 200 msec
DelaybetweenE-> S5 |0 usec

Yoltages
+Clk Yoltage Clk Yoltage BIAS [0-3>359V] 20.00
OV>+10¥ - A0V0Y e o ey T

Vi3 500 200 yppRer(os 15y 15000
Took [600  [200 VDDOUT (0> -25¥) |25

HO-3) 800 [300 NGD [10V->+10v) [0
Swclk [500  [500 ooy coves +10v) o
ReCk [oo0  [600 GAURD [([10V->+10M [0

WWrote Exposure Time to register Data = 0x384 z

IW'rote Exposure Time to register Data = 0x5a z

IWrote Exposure Time to register Data = 0x9 z

IW'rote Fepeat Exposure Time to register Data = 0x3ef z
IW'rote Fepeat Exposure Time to register Data = 0x2328 z
I'Wrote Repeat Exposure Time to register Data = 0x384 2
IWrote Repeat Exposure Time to register Data = 0x232e 2
IW'rote Fepeat Exposure Time to register Data = 0x15fch z
IW'rote Repeat Exposure Time to register Data = 0x2360 z
IW'rote Fepeat Exposure Time to register Data = 0x3bc z
IWrote Fepeat Exposure Time to register Data = 0x100 z
IWrote Fepeat Exposure Time to register Data = 0x100 z
1Set Focus bitto LS byte of 0x0 z

I'rote Mumber of Exposures to register. Data = 0x1 2

Serial Port Status StateParameters 50 51 52 53 54 5§55 S6 57
Port [COMZ Open (v NUMBERS IN HEX!
Baud [115200 « Close o~ 25nsec_per_bick ’ﬁ ’E ’ﬁ lﬁ ’E ’ﬁ ’ﬁ lﬁ
— ticks_perstae |08 [10 |01 [10 [o8 [10 [10 [10
Clock W avefoms . | (T (EE ’H ’E ’H E ’H ’ﬁ ’E lﬁ
Hclk1-ide |1111111l]l]l]111111
Helk2ide  |0DD0DD1110000000 || MeEXt-stae 01 Joo fos Jos Jo7 fos fos Joo
Holk3-ide [1111100011111111 loops_per_stae (00 [00 |00 [o0 [ra [oo [o0 oo
Swidle  |0000000000000100 || loop_stete 02 [0z [oo oo [03 [oo [oo [oo
Rg-idle 1111100000111111
WVelk1-ideRd [1111000111111111
Velk2-ideRd |D001110000000000
Velk3-ideRd [11000011111111111 50-Vertical S hift during ide
Tg-idleRd 1000001111111111 51 - Horizontal Shift during idle
Helk1Rd 1111111000111111 52 -Exposure - after 50 or 51 finishes
Helk2Rd 0000001 110000000 53 - Horizontal Read. convert and data saved
Helk3Rd 1111100011111111 54 -Yertical Shift during read
Sw-Ad 0000000000000001 595 - Horizontal A ead Clocks with convert, data not saved
Rg-Rd 1111100000111111 56 - Horizontal R ead Clock s with convert, and data saved
Convt-Rd 000000000071 00000 57 -Horizontal Read Clocks with convert and data saved
Command Hex Caommand
Olut |41 Reset fCRICs Reset Data Modules Clock Sync
= DataModulel DataModule2
Update tasks ’F ’ﬁ ’F lﬁ
Powerup Mask =00000000
DM1 Readout Mode |Descramble Right to Left j
DM2 Readout Mode |Descramble Right to Left ﬂ
Select Command File | Send Commads from File
|C: “Documents and Settings\weizeorsMy DocumentsiWisual Studio 2008
w ReadClkFins ‘ HELF | PURGE TEXT

MESSAGE BOX |EH|:|osure tire sent aut 300
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Presentation Notes
Since the 25nsec_per_tick parameter is really the number here +1, 7 becomes an 8


Detector Improvements - Intensity oscillation

= Z Projection through a single pixel over image set
— 20090310-FCCD\DarkLightsOn-30C-10msec\DarkLightsOn_10msecE_1sE-30C*.tif files

" Cannot see a pattern

=  Column 1 went from around a 50ADU oscillation to around a 10 ADU oscillation

For Pixel (45,255)

. DarkLightsOn-30C-10msec-44-255

33500

Mean

33495

33480

2 4

List | Save..| Copy..

For Pixel (47,255)

L DarkLightsOn-30C-10msec-46-253

EEX]

33350

33348

Mean

33346

33344

2 4

Slice

List Save.. | Copy.

For Pixel (46,255

L DarkLightsOn-30C-10msec-45-255

EEX

33411

33410

33408

Mean

33408

33407

33406
2 4

a
List Save.. | Copy..

For Pixel (48,255

L DarkLightsOn-30C-10msec-47-255

33285

33275

2 4

Slice

J. Weizeorick - XSD-BTS Group -

List Save... | Copy..
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Detector Improvements - Right to Left Intensity variation
= QOver scan removed between every 10 columns

: CopyDarklLightsOn-60C-4msec [(600%)
ATEx500 pixels; 16-bit; 562K

- Plot of CopyDarkl ightsOn-50C -4msec =3
34000
[ k)
=
[~
=
=
P
33500
a 20 40 &0 =20
Distance (pixels)

Li=t I Sa'-.-'e...l Oy .. I =
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Presentation Notes
The next thing that bothered me about these images was a right to left intensity variation.
Most of the problem would disappear when you did dark image subtractions, so I wasn’t sure how much of a problem it was.


() e

Detector Improvements - Right to Left Intensity variation

=  Photon Transfer Curve

Movie of photon transfer curve Data Set

Fast CCD Detector with integrating sphere

J. Weizeorick - XSD-BTS Group - 2009 Advanced Light Source Users' Meeting - October 15-17, 2009
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Presentation Notes
Keeping that problem in the back of my mind I went up to the optics lab to generate some Photon Transfer Curves.
This is a standard method described in Janisick’s CCD book to determine the gain of a CCD Detector.
My image set is a sequence of images with gradually increasing brightness.  Three images are taken at each brightness and are used to  determine the variance at a given brighness.


Detector Improvements - Right to Left Intensity variation

=  Photon Transfer Curve

Slope=0 Slope=1/2 Slope=1
Full Well

Log (Noise)

Read Noise -~ Shot Noise | Fix Pattern

-7 " Noise
-~ ! :

L

v

A

Log (Signal in ADU)

Constant K in e /ADU

From: Scientific Charge-Coupled Devices
By James R. Janesick
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Presentation Notes
A typical Photon transfer curve looks like this.  And one of it’s main features is that you can determine the gain of the camera by following the section of the line back to the ADU axis.  The intersection is the e-h per ADU.


Detector Improvements - Right to Left Intensity variation

=  Photon Transfer Curves Variation from Column 1 to Column 10
= Spent long time with analysis

= Eventually moved on to test out 8x mode
— 8x mode didn’t have the right to left intensity variation!

Signal vs Noise |Z| |E| E| Signal vs Noise |Z| |E| E|

B CEEE B CEEE
Moise Moise
i "".\..x
DY I'W‘:‘Wh ’
k! ﬂﬂ'*:d'r L i
e ‘.o"hl""| 1 . ot |
& e | | #‘ * | |
!
I I
| Signal | Signal
B signal vs Noise Bos [ 100s B signal vs Noise Bos [ 100s
1000s log 1/2 Slope to 50 log 1/2 Slope to 30 1000s log 1/2 Slope to 50 log 1/2 Slope to 30
Column 1 Column 10
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Detector Improvements - Right to Left Intensity variation

= Made configuration of 2x Mode like 8x mode on 4-07-09

— Changed “25nsec_per tick” in S3, S5, and S6 from 03 to 04
* S3 = horizontal read, convert and save data
» S5 = horizontal read, convert and don’t save data (flush fCRIC pipe)
* S6 = horizontal read, convert and save data (flush finished)

— S5 “passes_per_state” changed from 7 to 6
— S6 “passes_per_state” changed from 5 to 6

(7

FCCD Interface Module BX)

MESSAGE BOX [Number ertered: 6

Serial Port Status StateParametess 50 S1 S2 53 S4 S5 S6 S7
Trigger Exposure(s) Pot [COMZ | DOpen | © ||NUMBERSINHEX!
EEOE Exposure Mode [Single Baud 115200 ~|  Cose | 2nsec_perbiok  [50 [0 [07 [04 [05 [04 [oa [os
CcCD OFF Exposure Time o meec ticks_perstale (08 [10 [01 [10 [08 [10 [10 |10
(CCD integration Clock Wavefoms
sate [01 [0c [01 [oc [o1 [0 [o8 [o07
Clock Status Num of Exps [ Helkl-de [1111117000117111 passes_pet- [ [oc [ foc [0 fus [os [o7
ON ExposureCycleTime |50 msec | |Helk2ide [0000001110000000 next_staie o1 foo fos Jo+ fo7 o6 [o4 [oo
Delavh TsE TR Helk3-ide  |1111100011111111 loops_per_sae  [00 [00 [o0 [oo [ [o0 [oo [oo
CLTUTEETED > USEC | | Gueidle  |0000000000000100 || loop_state [0z [0z [oo [o0 [o3 [t [o0 [o0
Shutter Time 30 msec | | Rgiidie 1111100000111111
Velkl-ideftd [1111000111111111
DelaybetweenE->S [0
GEILGITED €€ | | vtz iderd [0001110000000000
Velk3ideRtd [1100017 111111111 S0-Vertical Shift during ide
Voltages TgidieRd  [1000001711111111 $1-Harizontal Shift du
+ClkVoltage -ClkYoltage BIAS (0->93V] |ac.00 Helk1®d  [1T111111000111111 §2-Exposure - after S0or 51 finishes
WOV AWV g g5y Fm  ||Hek2hd [0000007110000000 (| 53-Hori convertand d
v(1->3) [500 200 VDDRST(05>15¥) [15000 Helk3Rd  [1111100011111111 EtetiealShitainng e
Teok [600  [20 gopo o2 [ SwhRd 0000000000000001 $5-Hori . dota ol savesd
el =T Rg-Rd 11111000001111711 S6-Horizontal Read Clocks with convert, and data saved
HO>3) NGD[-10v-> +10v) [0 ConvtRd  [00D0D00000TOD000 || 57 -HorizontalRead Clocks with convert and data saved
SwiClk [5.00 S wconptovssvi o
RgClk  |0.00 -6.00 GAURD [-10v->+1M [0
Commare | He Command
| [ Resst {CRICs Fiesst Dats Modules Clock Sync
\Wrate DAC Flag Adr = 0x20, Data = 0<7f 2 - DataModulel - DataMadule2
Iwrote DAC Reg Adr=0xle, Data = Ix?f z Update Masks | [0 [00° [fo~ [10°
[Wrote DAC Rieg Adr = Dx1c Data = Dx7ff 2 Powerup Mask = 00000000
Mirate DAC Fieg Adr = 0x1a, Data = Oxfff 2
IWrote DAC Fieg Adr = 0x15, Data = O z DM1ReadoutMade  [Descramble Right o Left_~
[Mrate DAC Feg Adr = 0x16, Data = (x995 2
DAtote DAC g A - 014 Data - Dreed 7 DM2ReadoutMode  [Descramble Right foLeft_+
[Mrate DAC Reg Adr=0x12, Data = (x995 2
MWiate DAC Rreg Adr = 0x10, Data = 00 ¢ Select Conmand il | Send Cornmads fiom File |
IMrote DAC Reg Adr = Oxe, Data = iz
Wirate DAC Fieg Adr = Oxc, Data - 0x71 2 C \Doguments and Setlings\weizeorhy Documents Wisual Studio 2008
Mrote DAC Reg Adr = Oxa, Data = xdcc z
[Mrate DAC Feg Adr = 0x8, Data = Oxcoo z
Mrote DAC Reg Adr = Ox6, Data = 0x333 2 ~ ReadClkPtns HELP ‘ PURGE TEXT |
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Detector Improvements - New 2x Configuration

. Dark_2xNew_1msE_-60C-80Y28280. tif M=
ATAENA00 pixels; 16-bit, 5521

Dark image with new
2x configuration
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Presentation Notes
Now the raw imagtes looked like this.  To me it was not real obvious that it was any better, but it did match what the 8x images looked like.


"~
Detector Improvements - New 2x Configuration

E Dark_2xMNew_ 1TmsE_-60C-80Y 28280, tif

R e T R mem| Dark image with new
e EmEE P ORE | T
LR L T 52 reece v

¢ Dark_2xNew._1msec_-60C_FCCDNoOverScan.tif (150%

Same image
-Over Scan Removed
-B&C adjusted
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Detector Improvements - New 2x Configuration

& Dark_2xMNew_1msE_-60C-80Y28280. tif
ATAENA00 pixels; 16-bit, 5521

L Dark_2xMNew._1msec_-60C_FCCDNoOverScan. ti
480x494 pivels; 16-hit; 463k

&3
iid
e
4
i

Dark image with new
2x configuration

Same image
-Over Scan Removed
-B&C adjusted

Horizontal cut of image

= Plot of Dark_2xMNew_1msec_-60C_FCCDNoOverScan |._| |E| |£|
aros0 A
"
aroon
2k}
=
=
= 36950
=
o .L
36900
0 100 200 300 400

Distance (pixels)

Save... | Copy... | =
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Detector Improvements - New 2x Configuration

Photon Transfer Curves Same for Column 1 to Column 10

Signal vs Noise Signal vs Noise |Z| |§|E|
Moise Moise
pape .(f’: Jh‘ﬂ
l A I N e
el Rt
e | a4 |
'I"o.. o.
k' b r
Signal Signal
P sional vs Noise Bos N 100s Wsionalvs Noise W1os i 1008
1000s log 1/2 Slope to 50 log 1/2 Slope to 30 1000s log 1/2 Slope to 50 log 172 Slope to 30
Column 1 Column 10
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Presentation Notes
I generated new photon transfer curves with the new configuration and they looked much better.
First, column 1 now looks the same as column 10, which means that they have the same gain.
The slopes track closely to my ½ slope reference lines.


APS 480 x 480 Fast CCD Story - Detector Specifications

= 480 x 480 Pixels 14.4 mm X 14.4 mm CCD area
= 30 x 30 uym pixels size Closed-cycle refrigeration
= 125 Frames Per Second Detector head = 40 Ibs
= 5.1 msec readout Dark at 30V and -60°C is .073 ADU/msec
Signal vs Noise 9=t Signal vs Noise 9=t
EEDEIEE EEDEIEE
s“‘f/r:-
I A
°|.||||||
gl
|||!H| ‘ ‘ Signal Signal
Wsignal vs Noise Pos [ 100s Wsignal vs Noise B os M 100s
2X Mode Photon Transfer Curve 8x Mode Photon Transfer Curve
= Read Noise =2 ADU = Read Noise =7 ADU
= K constant = 24 e-h/ADU = 87 eV/ADU = K constant = 6 e-h/ADU = 22 eV/ADU
=  Full Well = 4000 ADU =  Full Well = 3500 ADU
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APS 480 x 480 Fast CCD Story - Future Tasks and Goals

Convert GUI Software to EPICS Area Detector Software
— Will allow spec to modify parameters through EPICS Channel Access

Beam time at 8id on November 11, 2009

Build more 480 x 480 Fast CCD Detector (1 at APS, 2 at ALS)
— Build 4 more covers (1 for APS, 3 for ALS)
— Test 3 Power Supplies (1 for APS, 2 for ALS)
— Test out 3 Sets of Back End Electronics (1 set for APS, 2 sets for ALS)

Maximize Frame Rate

— Try fCRICs with faster ADC conversion time
* Currently at 1.6usec per conversion which gives a 5.1msec readout
* Would like to run fCRIC 1.0 usec per conversion or faster
— Move system to Coreco X64 Xcelera-CL PX4 Frame Grabber
* Uses XP 64 bit
« Uses PCI Express x4 or x8 slot
« Will allow us to increase frames per second for longer burst

— Add faster Hard Drivers (Raid Array..) to maximize continuous frames per
second

— Try on-board background subtraction
— Try on-board threshold data reduction
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Future of Fast CCD Detectors at ANL

= Building a 1k x 1k Frame Transfer Fast CCD

Using ARRA Funds

2.5 Years to complete

Dedicated Wafer Run at Dalsa using LBNL's CCD Design
Using LBNL’s fCRIC Chips

Scientist Requirements
* Frame transfer
* Smaller and lighter detector head, < 8 kg
» Size of detector head < 200mm x 200mm x 200mm
* Digitization >= 1MHz
* On-board threshold and data compression
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Presentation Notes
The scientist liked this detector enough that they petitioned to use ARRA funds to make a larger version of the 480 x 480 Fast CCD
This is a 2.5 year project and involves a dedicated Wafer Run at Dalsa using …


The End
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The APS Detector Pool - Recent Additions

= Pilatus 100K digital Si pixel array detector developed at the Swiss Light Source/PSI
(http://pilatus.web.psi.ch/pilatus.htm)

= a-Si flat panel detector (GE Healthcare; Perkin Elmer)

= 4-element Si drift detector array (SIl NanoTechnology)

a-Si flat panel detector
(GE Healthcare; XSD-BTS
contact: J. Lee)

Pilatus 100K digital Si pixel
array detector (SLS/PSI;
XSD-BTS contact: A. Miceli)

4-element Si drift detector array
(Sl NanoTechnology; XSD-BTS
contact: A. Miceli)
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Same Photon transfer, but use image with same exposure as
photon transfer images for average offset value.
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at different Currents and Temperatures in 2x Mode

Dark Current Data
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Detector Improvements - Right to Left Intensity variation
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Detector Improvements - New 2x Configuration

: Dark_2xMNew_ 1msE_-60C-80Y28280. tif

ATAENA00 pixels; 16-bit, 5521

480x494 pivels; 16-hit; 463k

: Plot of Dark_2xMew_1msec_-60C_FCCDHoOverScan
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APS 480 x 480 Fast CCD Story - Science Data
Scientific Motivation for Eye-Lens Protein Studies

eUnderstanding the glass transition in eye-lens protein mixtures will shed
light on related physiological issues : in particular the stiffening of the eye
lens seen in presbyopia, a loss of ability to focus the eye on nearby objects.

eDynamic light scattering using lasers has measured a slowing down of long
wavelength dynamics in mixtures of eye-lens proteins. However, DLS
cannot see the protein-protein nearest neighbor peak, which should be the
most sensitive to the onset of a glass transition.

eX-ray Photon Correlation Spectroscopy (XPCS) can be used to measure
dynamics near this peak in concentrated suspensions. However, XPCS
measurements on protein suspensions are extremely challenging due to
fast dynamics and x-ray damage.

e The optimal camera for such experiments needs to work at high energy
(to avoid x-ray damage to the proteins), have high efficiency (to make up for
low signal) and have very fast readout (to maximize the range of time scales
that can be
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APS 480 x 480 Fast CCD Story - Science Data

Photon Droplet Binning - 11.5 keV
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Presentation Notes
Histogram of droplet intensity from FCCD camera.  Main peak corresponds to a single 11.5 keV photon.  Second peak at 730 ADU’s corresponds to two photons hitting close enough together to form a single droplet.  This yields approximately 370 ADU’s per photon.
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